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SUBJECT: USE OF THE UNIVERSAL SRID AND TITLING INSTRUTIONS FOR
335A/B PHOTOGRAPHY

1. IT IS REQUESTED THAT MANOR ADVISE ALl POTENTIAL USERS, | §Qc169 22 551
INCLUDING PROCESSING FACILITIES, OF THESE INSTRUCTIONS.

2. THE "INSTRUCTIONS FOR THE USE OF THE UNIVERSAL GRID WITH
335A/B PHOTOGRAPHY" WILL BE INCLUDED AS AN INTEGRAL PART OF THE HEAD
IDENT OF THE ORIGINAL NEGATIVE ON EACH ROLL OF PHOTOGRAPHY TN WHICH
THE 335A/B CAMERA SYSTEM IS USED AS THE MISSION SENSOR. THE
INSTRUCTION SHOULD BE SPLICED BRETWERN THE HEAD IDENT AND TH® FIRST
FRAME OF PHOTOGRAPHY ON EACH ROLL, IT SHOULD BE OF SUFFICIENT LENGTH
(15 TO 18 INCHES) TO PREVENT THF SPLICE FROM TOUCHING THE NEGATIVE
WHEN THE NEGATIVE IS ROLLED ON TH® SPOOL., THE INSTRUCTIONS SHOULD BE

RIGHT READING WHEN THE TITLING ON THE NEGATIVE RE A R SRR LETTON
3. INSTRUCTIONS WERE FORMATED AND COPIED A NEQAREPE S rmmnte ]25X1

AND POSITIVES WERE SENT TOLESiVJFOR REPRODUCTIONS, W T 1 f(5ﬁA~-~25X1

A_SUPPLY TO ALTRRNATE PROCESSING FACILITIES ON DIRECTION FRGM-A- —

. THE INSTUCIONS READ AS FOLLOWS: &

"INSTRUCTIONS FOR THE USE OF THE UNIVERSAL GRID 335A/B CAMR
SYSTEM, PLACE THE FILM ON THE LIGHT TABLT SO THAT THE TITLpua—lg:iCl
UPRIGHT AND READABLE. PLACE THE GRID OVER THT FILM WITH THE-LEITHRUESH-Z)Y
AND NUMBERING UPRIGHT AND READABLE. ALIEN X-0 ALONG THE LEFT ENGE_
OF THE FORMAT. ALIGN Y-0 ALONG THR BOTTOM RNGE OF THE FILM~4EQii3F§ﬂi S
FORMAT). READ AND REPORT COORDINATES IN THE USUAL MANNER, T REQMT | 7]
AND UP. EXAMPLE: X-18.8/Y-23.5 INDICATES THR APPROXIMATE POSLTIDMEEPRO 1~
OF THE 24 HOUR CLOCK.," |2
4, . THE 335A/B CAMERA SYSTEM ACQUIRES 9 X 9 INCH FORMATS ON_
INCH WIDE FILM. THERE IS A .25 INCH BORDER ALONG FACH “D#E
FILM.
5. THE ORIGINAL NEGATIVE MUST BE TITLED ON THEZ EMIILSION WITH
TEN POINT TYPE. THE TITLING MUST BE PLACED IN THE BORDER QMTN__, 8
THE 24 HOURS CLOCK WITH THE TITLING READABLE VHEN THE €LOC) [}
6. THE TITLING WILL INCLUDE
A. MISSION DESIGNATOR
B. DATE OF PHOTOGRAPHY
C. FRAME NUMBER (FIRST FRAMT WILL BE @71 AND ALL FR
BE NUMBERED CONSFCUTIVELY)

D. ¥ FACTOR (ALTITUDE)
E. CLASSIFICATION

7. THE HEAD AND TAIL IDENTS WILL INCLUDE:
A. MISSION DESIGMNATOPR
B. PART IDENTIFER (X OF ¥¥)
C. UNIVERSPL GRID INSTUCTION FOR 3354/3 CAiiTRe SYSTEOHMBADE cy

IDENT ONLY) SANTTIZED
D. CLASSIFICATION e WIIH TEXP <3
E. HEAD O® TAIL AT EXTEMS END OF IDENT. s
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